OPERATOR'S MANUAL

Cat. No.

0 &+7
M18™ HEDGE TRIMMER

WARNING
To reduce the risk of injury, user must read and understand operator's manual.

GENERAL POWER TOOL
SAFETY WARNINGS
Read all safety warnings, instrucWARNING WLRQV
LOOXVWUDWLRQV DQG VSHFL¿FD-

tions provided with this power tool. Failure to follow
all instructions listed below may result in electric shock,
¿UHDQGRUVHULRXVLQMXU\Save all warnings and instructions for future reference. The term "power
tool" in the warnings refers to your mains-operated
(corded) power tool or battery-operated (cordless)
SRZHUWRRO

WORK AREA SAFETY

•Keep work area clean and well lit. Cluttered or dark
DUHDVLQYLWHDFFLGHQWV
•Do not operate power tools in explosive atmoVSKHUHV VXFK DV LQ WKH SUHVHQFH RI ÀDPPDEOH
OLTXLGV JDVHV RU GXVW Power tools create sparks
ZKLFKPD\LJQLWHWKHGXVWRUIXPHV
.HHSFKLOGUHQDQGE\VWDQGHUVDZD\ZKLOHRSHUDWing a power tool. Distractions can cause you to lose
FRQWURO

ELECTRICAL SAFETY

•Power tool plugs must match the outlet. Never
modify the plug in any way. Do not use any
adapter plugs with earthed (grounded) power tools.
8QPRGL¿HGSOXJVDQGPDWFKLQJRXWOHWVZLOOUHGXFHULVN
RIHOHFWULFVKRFN
$YRLG ERG\ FRQWDFW ZLWK HDUWKHG RU JURXQGHG
surfaces, such as pipes, radiators, ranges and
refrigerators. There is an increased risk of electric
VKRFNLI\RXUERG\LVHDUWKHGRUJURXQGHG
•Do not expose power tools to rain or wet conditions.
Water entering a power tool will increase the risk of
HOHFWULFVKRFN
'RQRWDEXVHWKHFRUG1HYHUXVHWKHFRUGIRUFDUrying, pulling or unplugging the power tool. Keep
cord away from heat, oil, sharp edges or moving
parts. Damaged or entangled cords increase the risk
RIHOHFWULFVKRFN
•When operating a power tool outdoors, use an
H[WHQVLRQ FRUG VXLWDEOH IRU RXWGRRU XVH Use of
a cord suitable for outdoor use reduces the risk of
HOHFWULFVKRFN
•If operating a power tool in a damp location is
XQDYRLGDEOHXVHDJURXQGIDXOWFLUFXLWLQWHUUXSWHU
(GFCI) protected supply. Use of an GFCI reduces
WKHULVNRIHOHFWULFVKRFN

PERSONAL SAFETY

•Stay alert, watch what you are doing and use
common sense when operating a power tool. Do
not use a power tool while you are tired or under
WKHLQÀXHQFHRIGUXJVDOFRKRORUPHGLFDWLRQA
moment of inattention while operating power tools may
UHVXOWLQVHULRXVSHUVRQDOLQMXU\
8VHSHUVRQDOSURWHFWLYHHTXLSPHQW$OZD\VZHDU
eye protection. Protective equipment such as a dust
mask, non-skid safety shoes, hard hat or hearing
protection used for appropriate conditions will reduce
SHUVRQDOLQMXULHV
•Prevent unintentional starting. Ensure the switch
LVLQWKHRIISRVLWLRQEHIRUHFRQQHFWLQJWRSRZHU
VRXUFHDQGRUEDWWHU\SDFNSLFNLQJXSRUFDUU\LQJ
the tool. &DUU\LQJSRZHUWRROVZLWK\RXU¿QJHURQWKH
switch or energiVing power tools that have the switch
RQLQYLWHVDFFLGHQWV
5HPRYHDQ\DGMXVWLQJNH\RUZUHQFKEHIRUHWXUQLQJ
the power tool on. A wrench or a key left attached to a roWDWLQJSDUWRIWKHSRZHUWRROPD\UHVXOWLQSHUVRQDOLQMXU\
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'RQRWRYHUUHDFK.HHSSURSHUIRRWLQJDQGEDODQFH
at all times. This enables better control of the power
WRROLQXQH[SHFWHGVLWXDWLRQV
•Dress properly. Do not wear loose clothing or
jewelry. Keep your hair and clothing away from
moving parts. /RRVHFORWKHVMHZHOU\RUORQJKDLUFDQ
EHFDXJKWLQPRYLQJSDUWV
•If devices are provided for the connection of dust
extraction and collection facilities, ensure these are
connected and properly used. Use of dust collection
FDQUHGXFHGXVWUHODWHGKD]DUGV
'RQRWOHWIDPLOLDULW\JDLQHGIURPIUHTXHQWXVHRI
WRROVDOORZ\RXWREHFRPHFRPSODFHQWDQGLJQRUH
tool safety principles. A careless action can cause
VHYHUHLQMXU\ZLWKLQDIUDFWLRQRIDVHFRQG

POWER TOOL USE AND CARE

•Do not force the power tool. Use the correct power
tool for your application. The correct power tool will
GRWKHMREEHWWHUDQGVDIHUDWWKHUDWHIRUZKLFKLWZDV
GHVLJQHG
•Do not use the power tool if the switch does not
turn it on and off. Any power tool that cannot be
controlled with the switch is dangerous and must be
UHSDLUHG
•Disconnect the plug from the power source and/
RU UHPRYH WKH EDWWHU\ SDFN LI GHWDFKDEOH IURP
WKH SRZHU WRRO EHIRUH PDNLQJ DQ\ DGMXVWPHQWV
changing accessories, or storing power tools.
Such preventive safety measures reduce the risk of
VWDUWLQJWKHSRZHUWRRODFFLGHQWDOO\
•Store idle power tools out of the reach of children
and do not allow persons unfamiliar with the power
tool or these instructions to operate the power tool.
Power tools are dangerous in the hands of untrained
XVHUV
•Maintain power tools and accessories. Check for
PLVDOLJQPHQWRUELQGLQJRIPRYLQJSDUWVEUHDNDJH
of parts and any other condition that may affect
the power tool’s operation. If damaged, have the
SRZHUWRROUHSDLUHGEHIRUHXVHMany accidents are
FDXVHGE\SRRUO\PDLQWDLQHGSRZHUWRROV
•Keep cutting tools sharp and clean. Properly
maintained cutting tools with sharp cutting edges are
OHVVOLNHO\WRELQGDQGDUHHDVLHUWRFRQWURO
8VHWKHSRZHUWRRODFFHVVRULHVDQGWRROELWVHWF
in accordance with these instructions, taking into
DFFRXQWWKHZRUNLQJFRQGLWLRQVDQGWKHZRUNWREH
performed. Use of the power tool for operations different
IURPWKRVHLQWHQGHGFRXOGUHVXOWLQDKD]DUGRXVVLWXDWLRQ
•Keep handles and grasping surfaces dry, clean
and free from oil and grease. Slippery handles and
grasping surfaces do not allow for safe handling and
FRQWURORIWKHWRROLQXQH[SHFWHGVLWXDWLRQV

BATTERY TOOL USE AND CARE

5HFKDUJHRQO\ZLWKWKHFKDUJHUVSHFL¿HGE\WKH
manufacturer. A charger that is suitable for one type
RIEDWWHU\SDFNPD\FUHDWHDULVNRI¿UHZKHQXVHG
ZLWKDQRWKHUEDWWHU\SDFN
8VHSRZHUWRROVRQO\ZLWKVSHFL¿FDOO\GHVLJQDWHG
EDWWHU\SDFNVUse of any other battery packs may
FUHDWHDULVNRILQMXU\DQG¿UH
:KHQ EDWWHU\ SDFN LV QRW LQ XVH NHHS LW DZD\
IURPRWKHUPHWDOREMHFWVOLNHSDSHUFOLSVFRLQV
NH\VQDLOVVFUHZVRURWKHUVPDOOPHWDOREMHFWV
that can make a connection from one terminal to
another. Shorting the battery terminals together may
FDXVHEXUQVRUD¿UH
8QGHUDEXVLYHFRQGLWLRQVOLTXLGPD\EHHMHFWHG
IURP WKH EDWWHU\ DYRLG FRQWDFW ,I FRQWDFW DFFL-

Striking a solid object could cause loss of control and
eyes, additionally seek medical help. Liquid ejected serious personal injury.
from the battery may cause irritation or burns.
Do not start the trimmer with blade in contact with
Do not use a battery pack or tool that is damaged or an object. Allow tool to reach full speed before starting
the job.
Never cut any material with a diameter larger than
1mm. The tool may stall or kickback, causing D
risk of injury.
Do not expose a battery pack or
- risk of injury.
Always turn off the tool between cuts or when
cessive temperature.
transporting from one location to another. Do not
above 130°C (265°F) may cause explosion.
Follow all charging instructions and do not charge
the battery pack or tool outside the temperature can cause serious personal injury.
range specified in the instructions. Charging Before setting down the tool, turn the switch off,
ensure the blade has stopped, and remove the
range may damage the battery and increase the risk battery pack.
Keep tool clean of trimmings and debris.
Always remove the battery pack when tool is not
SERVICE
in use.

1HYHU
use a hose to clean the tool. Keep handles
person using only identical replacement parts.
This will ensure that the safety of the power tool is dry, clean, and free from debris. See "Maintenance"
for cleaning instructions.
maintained.
Never service damaged battery packs. Service Maintain labels and nameplates. These carry
If unreadable or missing, contact
of battery packs should only be performed by the important information.
a MILWAUKEE® service facility for a replacement.
manufacturer or authorised service providers.

dust created by power sanding,
WARNING Some
SPECIFIC SAFETY RULES FOR
sawing, grinding, drilling, and other
construction activities contains chemicals known to
HEDGE TRIMMERS

K e e p h a n d s a w a y f r o m b l a d e . cause cancer, birth defects or other reproductive harm.
DANGER Contact
with blade will result in seri- Some examples of these chemicals are:
ous personal injury. Keep all parts of the body lead from lead-based paint
away from the cutter blade. Do not remove cut crystalline silica from bricks and cement and other
material or hold material to be cut when blades masonry products, and
are moving. Make sure the switch is off when arsenic and chromium from chemically-treated lumber.
clearing jammed material. Blades coast after turned Your risk from these exposures varies, depending on
off. A moment of inattention while operating the trim- how often you do this type of work. To reduce your
exposure to these chemicals: work in a well ventilated
mer may result in serious personal injury.
Use both hands when operating the trimmer. Using area, and work with approved safety equipment, such
as
those dust masks that are specially designed to
one hand could cause loss of control and result in
serious personal injury.
Carry the trimmer by the handle with the cutter
SYMBOLOGY
blade stopped. When transporting or storing the
Proper
Volts
handling of the trimmer will reduce possible personal
injury from the cutter blades.
Direct Current
Hold the power tool by insulated gripping surfaces
only, because the cutter blade may contact hidden
No Load Strokes per Minute (SPM)
wiring. Cutter blades contacting a "live" wire may make
exposed metal parts of the power tool "live" and could
Safety Alert Symbol
give the operator an electric shock.
Do not use tool while standing on a ladder,
rooftop, or unstable support. Stable footing on
Read Operator's Manual
a solid surface enables better control of the tool in
unexpected situations.
Always wear eye protection, hearing protection,
Wear eye protection
and protective clothing and footwear. Wear heavy,
long pants, long sleeves, boots, and gloves. Contain
long hair. Do not wear loose clothing or jewelry. Do
Wear ear protection
not wear short pants, sandals, or go barefoot.
 Risk of eye injury. Keep bystanders at least 15m
Always wear gloves and personal
away during use. Objects may be thrown or ricochet
protective equipment.
in all directions.
+andles and guard must be properly installed during
Keep hands, feet, and body away
use. Using the trimmer without both handles and the
from blade.
guard installed can result in serious personal injury.
8Ve both hands when operating the trimmer.
Do not use in rain or wet locations.
Using one hand could cause
loss of control and result in serious injury.
Do not use guard as a handle.
Keep bystanders 15m away during use
.
Before starting the trimmer check the work area
for hidden objects, such as wires, fencing, etc.

V

minimum
50' / 15m
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with blade behind you. Do not carry tool by trigger
SPECIFICATIONS
Cat. No. .................................................. M18 CHT handle.
Volts.............................................................. 18 DC
Battery Type ................................................ M18™
Charger Type............................................... M18™
Blade Length ................................... 609.6mm (24")
Cutting Capacity (diameter) ........................ 17.5mm
Cutting Speed ........................................ 3400 SPM

FUNCTIONAL DESCRIPTION
2
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reduce the risk of injury, always
WARNING To
remove the battery pack from the

5

tool before lubricating.

Lubricating the Blade
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To extend cutting life, lubricate the trimmer blades
before and after each use and before storing.
1. Remove the battery pack.
2. Apply a lightweight machine oil along both sides
of the top blade.

1. Blades
2. Guard
3. Front Handle with
5. Trigger handle
Second Trigger
4. Lock-off button
6. Trigger

OPERATION

reduce the risk of injury, always
WARNING To
wear safety goggles or glasses
with side shields.
Use only recommended accessories. Others may
ASSEMBLY
be hazardous.
Recharge only with the charger
WARNING
- Keep bystanders at least 15 away during use. Objects may be thrown or ricochet in all directions.

Starting and Stopping the Tool

manual supplied with your charger and battery.

1. WARNING! Always remove the blade cover
before use.
2. Hold the front and trigger handles securely.
WARNING! Blade is sharp. Keep hands and body
away from blade.
3. To start the tool, push the lock-off button down
while pulling the trigger and front handle trigger
simultaneously. Allow the motor to reach full
speed before starting to cut.
4. To stop the tool, release the rear handle trigger
to help maintain balance.
5. Always wait for blades to stop before setting down.
reduce the risk of injury, always
WARNING To
keep both hands on the handles.
Do not remove cut material or hold material to be
cut when blades are moving.

Removing/Inserting the Battery

To remove the battery, push in the release buttons
and pull the battery pack away from the tool.
remove battery pack before
WARNING Always
changing or removing accessories.
To insert the battery, slide the pack into the body
of the tool. Make sure it latches securely into place.

WARNING recommended for this tool. Others
may be hazardous.
Blade Cover

Always place the blade cover over the blade before
moving from one job to another, storing or transporting the tool. WARNING! Blade is sharp. Keep hands
and body away from blade.
1. Remove battery pack.
2. Slide the blade cover over the blade. It may be
necessary to push with some force as blade cover
reaches the front guard.
3. To remove, pull blade cover off of blade. It may
be necessary to pull with some force until cover
clears the detent near the guard.
Always turn off the tool between
WARNING cuts
or when transporting from one

Cutting Tips
Never cut near electric cords or
DANGER lines.
If blade cuts into or jams on

any electrical cord or line, CUTTER BLADES MAY
BECOME "LIVE" AND SHOCK THE OPERATOR!
Disconnect the electrical service to the electrical
line before attempting to free the blade from the
line. Contact with the blade, line, or other live
electrical part could result in death or serious
on the trigger. Accidental starting can cause seri- injury.
Before starting the tool check the work area for
ous personal injury.
hidden objects, such as wires, fencing, etc. StrikTransporting
Always remove the battery pack and cover the blade ing a solid object could cause loss of control and
before transporting. Carry tool by the front handle, serious personal injury.
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operation. Return the tool, battery pack, and
charger to a MILWAUKEE® service facility for repair.
After six months to one year, depending on use,
return the tool, battery pack and charger to a
MILWAUKEE® service facility for inspection.
If the tool does not start or operate at full power with
a fully charged battery pack, clean the contacts on
the battery pack. If the tool still does not work properly, return the tool, charger and battery pack, to a
MILWAUKEE® service facility for repairs.

 The tool can be held in multiple orientations depending on the grip used on the front handle.
 Use a sweeping, back and forth motion, moving
down or across the work.
 Move the tool at a slower pace when cutting thicker
branches. Do not force the tool. The blade will slow
and could bind.
greater than
 Do not cut branches with a diameter
1PP Use a Sawzall ® or Hackzall ®
reciprocating saw with a pruning blade for thicker
branches.
 If blades jam, stop the tool and remove the battery
pack. WARNING! Use caution when removing
debris from the blades.
 For straight cuts, stretch a string along the work area
just below the desired cut height. Use the string as
a guide when cutting. Hold the tool at a 0° to 10°

Sharpening Blade

1. Stop the tool so the teeth appear in an offset position (see picture).
Cutting teeth
2. Remove the battery pack from the
tool.
3. Secure the blade
in a vise and file
the exposed cutting surface of each
cutting blade tooth
change the cutting
angle of the cutting
teeth.
4. To sharpen the other side of the teeth, restart the
tool to offset the teeth in the opposite position.
Remove the battery pack before re-securing in
the vise.
reduce the risk of personal inWARNING To
jury and damage, never immerse
your tool, battery pack or charger in liquid or
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Cleaning

Clean dust and debris from vents. Keep handles
clean, dry and free of oil or grease. Use only mild
soap and a damp cloth to clean, since certain cleaning agents and solvents are harmful to plastics and
other insulated parts. Some of these include gasoline,
turpentine, lacquer thinner, paint thinner, chlorinated
cleaning solvents, ammonia and household detercombustible solvents around tools.

Repairs

For repairs, return the tool, battery pack and charger
to the nearest service centre.

ACCESSORIES
only recommended accessoWARNING Use
ries. Others may be hazardous.
For a complete listing of accessories, go online to
www.milwaukeetools.com.au/
www.milwaukeetools.co.nz or contact a distributor.

MAINTENANCE
reduce the risk of injury, always
WARNING To
unplug the charger and remove the
battery pack from the charger or tool before
performing any maintenance. Never disassemble
the tool, battery pack or charger. Contact a
MILWAUKEE® service facility for ALL repairs.

Maintaining Tool

Keep your tool, battery pack and charger in good
repair by adopting a regular maintenance program.
Inspect your tool for issues such as undue noise,
misalignment or binding of moving parts, breakage of
parts, or any other condition that may affect the tool
5

WARRANTY - AUSTRALIA and NEW ZEALAND
Please refer to Australian and New Zealand warranty supplied with tool. This warranty applies only to
product sold in Australia and New Zealand.

SERVICE - AUSTRALIA and NEW ZEALAND
MILWAUKEE®prides itself in producing a premium quality product that is Nothing But Heavy Duty®.
Your satisfaction with our products is very important to us! If you encounter any problems with the
operation of this tool, please contact your authorised MILWAUKEE® dealer.
For a list of MILWAUKEE® dealers, guarantee or service agents please contact MILWAUKEE®
Customer Service or visit our website.
(Australia Toll Free Telephone Number 1300 645 928)
(New Zealand Toll Free Telephone Number 0800 279 624)
or visit www.milwaukeetools.com.au / www.milwaukeetools.co.nz.

Milwaukee Electric Tool Corporation
13135 West Lisbon Road, Brookfield, Wisconsin U.S.A. 53005

Milwaukee Electric Tool Corporation (Australia)
Techtronic Industries (Australia) Pty. Ltd.
Rowville, Victoria, Australia, 3178

Milwaukee Electric Tool Corporation (New Zealand)
Techtronic Industries (New Zealand) Pty. Ltd.
Mangere, Auckland, New Zealand, 2022
Professionally made in China for Milwaukee Electric Tool Corporation
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