OPERATOR'S MANUAL

Cat. No.

0)660
M18 FUEL™ SEWER SECTIONAL MACHINE W/ CABLE DRIVE™

WARNING
WARNING To reduce the risk of injury, user must read and understand operator's manual.

•Do not overreach. Keep proper footing and balance
at all times. This enables better control of the power
tool in unexpected situations.
•Dress properly. Do not wear loose clothing or
jewelry. Keep your hair and clothing away from
moving parts. Loose clothes, jewelry or long hair can
be caught in moving parts.
•If devices are provided for the connection of dust
extraction and collection facilities, ensure these are
connected and properly used. Use of dust collection
can reduce dust-related hazards.
•Do not let familiarity gained from frequent use of
tools allow you to become complacent and ignore
tool safety principles. A careless action can cause
severe injury within a fraction of a second.

GENERAL POWER TOOL
SAFETY WARNINGS
WARNING Read all safety warnings, instruc--

tions provided with this power tool. Failure to
follow all instructions listed below may result in
Save all
warnings and instructions for future reference.
The term "power tool" in the warnings refers to your
mains-operated (corded) power tool or battery-operated (cordless) power tool.

WORK AREA SAFETY

•Keep work area clean and well lit. Cluttered or dark
areas invite accidents.
•Do not operate power tools in explosive atmo-

POWER TOOL USE AND CARE

•Do not force the power tool. Use the correct power tool
for your application. The correct power tool will do the
job better and safer at the rate for which it was designed.
•Do not use the power tool if the switch does not turn
Any power tool that cannot be controlled
with the switch is dangerous and must be repaired.
•Disconnect the plug from the power source and/
or remove the battery pack, if detachable, from
the power tool before making any adjustments,
changing accessories, or storing power tools.
Such preventive safety measures reduce the risk of
starting the power tool accidentally.
•Store idle power tools out of the reach of children and
do not allow persons unfamiliar with the power tool
or these instructions to operate the power tool. Power tools are dangerous in the hands of untrained users.
•Maintain power tools and accessories. Check for
misalignment or binding of moving parts, breakage
of parts and any other condition that may
the power tool’s operation. If damaged, have the
power tool repaired before use. Many accidents are
caused by poorly maintained power tools.
•Keep cutting tools sharp and clean. Properly
maintained cutting tools with sharp cutting edges are
less likely to bind and are easier to control.
•Use the power tool, accessories and tool bits etc.
in accordance with these instructions, taking into
account the working conditions and the work to be
performed.
from those intended could result in a hazardous situation.
•Keep handles and grasping surfaces dry, clean
and free from oil and grease. Slippery handles and
grasping surfaces do not allow for safe handling and
control of the tool in unexpected situations.

liquids, gases or dust. Power tools create sparks
which may ignite the dust or fumes.
•Keep children and bystanders away while operating
a power tool. Distractions can cause you to lose control.

ELECTRICAL SAFETY

•Power tool plugs must match the outlet. Never
modify the plug in any way. Do not use any
adapter plugs with earthed (grounded) power tools.
of electric shock.
•Avoid body contact with earthed or grounded
surfaces, such as pipes, radiators, ranges and
refrigerators. There is an increased risk of electric
shock if your body is earthed or grounded.
•Do not expose power tools to rain or wet conditions.
Water entering a power tool will increase the risk of
electric shock.
•Do not abuse the cord. Never use the cord for carrying, pulling or unplugging the power tool. Keep
cord away from heat, oil, sharp edges or moving
parts. Damaged or entangled cords increase the risk
of electric shock.
•When operating a power tool outdoors, use an extension cord suitable for outdoor use. Use of a cord suitable for outdoor use reduces the risk of electric shock.
•If operating a power tool in a damp location is
unavoidable, use a residual current device (RCD)
protected supply. Use of an RCD reduces the risk
of electric shock.

PERSONAL SAFETY

• Stay alert, watch what you are doing and use
common sense when operating a power tool. Do
not use a power tool while you are tired or under
the influence of drugs, alcohol or medication. A
moment of inattention while operating power tools may
result in serious personal injury.
• Use personal protective equipment. Always wear
eye protection. Protective equipment such as a dust
mask, non-skid safety shoes, hard hat or hearing
protection used for appropriate conditions will reduce
personal injuries.
• Prevent unintentional starting. Ensure the switch
is in the off-position before connecting to power
source and/or battery pack, picking up or carrying
the tool. Carrying power tools with your finger on the
switch or energising power tools that have the switch
on invites accidents.
• Remove any adjusting key or wrench before turning
the power tool on. A wrench or a key left attached to a rotating part of the power tool may result in personal injury.

BATTERY TOOL USE AND CARE

•Recharge only
the
manufacturer. A charger that is suitable for one type
used
with another battery pack.
designated
•
battery packs. Use of any other battery packs may
•When battery pack is not in use, keep it away
from other metal objects, like paper clips, coins,
keys, nails, screws or other small metal objects,
that can make a connection from one terminal to
another. Shorting the battery terminals together may
•Under abusive conditions, liquid may be ejected
from the battery; avoid contact. If contact accieyes, additionally seek medical help. Liquid ejected
from the battery may cause irritation or burns.
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•Do not use a battery pack or tool that is damaged or •If needed, place protective covers in the work area.
The drain cleaning process can be messy.
•Make sure cable is fully retracted inside the rear
risk of injury.
guide hose of the drain cleaner. This will prevent
•
- whipping at start up.
cessive temperature.
•Place the drain cleaner at a distance no greater
above 130°C (265°F) may cause explosion.
than two feet from drain opening. If the drain
•Follow all charging instructions and do not charge cleaner cannot be placed within two feet from the
the battery pack or tool outside the temperature drain opening, the drain opening will need to be
Charging imGreater distances can cause control problems leading
to twisting, kinking, breaking or whipping of the cable.
•One person must control both the trigger switch
SERVICE
and cable. If the tool stops rotating, the user must be
• Have your power tool serviced by a qualified repair
person using only identical replacement parts. breaking or whipping of the cable.
This will ensure that the safety of the power tool is •Do not operate the drain cleaner in reverse rotation
maintained.
except as described in this manual. Running the tool
• Never service damaged battery packs. Service in reverse for extended periods can cause damage to
of battery packs should only be performed by the the cable and accessories.
manufacturer or authorised service providers.
•Always use common sense and be cautious when
using tools. It is not possible to anticipate every
SPECIFIC SAFETY RULES
•Only grasp the rotating cable with gloves recom- situation that could result in a dangerous outcome.
Do not use this tool if you do not understand these
mended by the manufacturer.
gloves or rags can become wrapped around the cable operating instructions or you feel the work is beyond
your capability; contact Milwaukee Tool or a trained
and may result in serious personal injury.
•Do not allow the cutter to stop turning while the professional for additional information or training.
cable is turning. This can overstress the cable and •Maintain labels and nameplates. These carry
may cause twisting, kinking or breaking of the cable important information. If unreadable or missing, contact
a MILWAUKEE® service facility for a replacement.
and may result in serious personal injury.
•Use latex or rubber gloves inside the gloves rec- • WARNING Some dust created by power sanding,
sawing, grinding, drilling, and other
ommended by the manufacturer, goggles, face
shields, protective clothing, and respirator when construction activities contains chemicals known to
chemicals, bacteria or other toxic or infectious cause cancer, birth defects or other reproductive harm.
substances are suspected to be in a drain line. Some examples of these chemicals are:
Drains may contain chemicals, bacteria and other •lead from lead-based paint
substances that may cause burns, be toxic or infec- •crystalline silica from bricks and cement and other
masonry products, and
tious or may result in other serious personal injury.
•Keep a gloved hand on the cable whenever the tool •arsenic and chromium from chemically-treated lumber.
is running. This provides better control of the cable Your risk from these exposures varies, depending on
and helps prevent twisting, kinking or breaking of the how often you do this type of work. To reduce your
exposure to these chemicals: work in a well ventilated
cable and may result in serious personal injury.
•Practice good hygiene. Do not eat or smoke while area, and work with approved safety equipment, such
handling or operating the tool. After handling as those dust masks that are specially designed to
or operating drain cleaning equipment, use hot,
soapy water to wash hands and other body parts
SYMBOLOGY
exposed to drain contents. This will help reduce
the risk of health hazards due to exposure to toxic or
Volts
V
infectious material.
•Only use the drain cleaner for the recommended
Direct Current
drain sizes. Using the wrong size drain cleaner can
lead to twisting, kinking or breaking of the cable and
No-Load Revolutions per Minute (RPM)
may result in personal injury.
•Inspect cable for wear and damage before use.
Only wear leather gloves.
Replace a worn or damaged cable before using the
drain cleaner.
Always wear goggles when using
•Do not twist, kink or over bend cables. Breaking of
the cable may result in serious personal injury.
the product.
•Inspect the drain to be cleaned before use. If
possible, determine the access point(s) to the drain,
Do not allow battery to contact
the size(s) and length(s) of the drain, distance to
corrosive or conductive fluid.
mainlines, the nature of the blockage, presence of
drain cleaning chemicals or other chemicals, etc. If
Regulatory Compliance mark (RCM).
chemicals are present in the drain, it is important to
This product meets applicable
work around those chemicals. Contact the chemical
regulatory requirements.
manufacturer for required information.
•Do not operate this tool if the user or tool is
Read Operator's Manual
standing in water. Operating the tool while in water
increases the risk of electric shock.
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SPECIFICATIONS

ASSEMBLY

Cat. No. ............................................. M18 FSSM32
Volts.............................................................18V DC
Battery Type .................................................M18™
Charger Type................................................M18™
No Load RPM ....................................................700
Cable Size ........................................ 32mm (1-1/4")
Recommended Pipe Diameter.... 50-203mm (2"-8")
Recommended Ambient
Operating Temperature.................... -17°C to 51°C

WARNING Recharge only with the chargermanual supplied with your charger and battery.

Removing/Inserting the Battery

To remove the battery, unlatch the battery door, push
in the release buttons and pull the battery pack away
from the tool. Close and relatch the battery door.
remove battery pack before
WARNING Always
changing or removing accessories.
Toinsert the battery, unlatch the battery door and slide
the pack into the body of the tool. Make sure it
latches securely into place. Close and relatch the
battery door.
Only use accessories specifically
WARNING recommended
for this tool. Others
may be hazardous.
prevent damage to the cable and
CAUTION To
attachments, do not use in larger
diameter pipes.

ADDITIONAL BATTERY SAFETY RULES

WARNING

To reduce the risk of fire,
personal injury , and product damage due to a
short circuit, never immerse your tool, battery
pack or charger in fluid or allow a fluid to flow
inside them. Corrosive or conductive fluids,
such as seawater , certain industrial chemicals,
and bleach or bleach-containing products, etc.,
can cause a short circuit.

FUNCTIONAL DESCRIPTION

Cable Attachment Installation
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To install the attachment:
Snap the attachment coupler into the cable coupler.
Test the cable before inserting into the drain to make

2
3

To remove the attachment:
Insert the pin key into the coupling hole and pull at-

4

Connecting/Disconnecting Sectional Cables
Keep the cable couplings clean and lubricated. The
pin key must move freely and fully extend to secure
the connection.
To connect the sectional cables, slide the two cable
couplings together. Make sure the connection is secure.
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6
8
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To disconnect the sectional cables, insert the pin
key into the coupling hole and pull the cables away
from each other.
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1. Lever arm
2. Carry hook
3. Feed collar
4. Cable hook
5. Handle release button
6. Telescoping handle
7. Lever arm collar

1

2

8. ONE-KEY™ indicator
9.
10. Battery door
11. Rear guide hose
connection

Using the Telescoping Handle
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To use the telescoping handle, press and hold the
unlock button located near the handle. Pull the handle
out until it locks into place.
To return the handle, press and hold the unlock button
and push the handle into place.

Locking/Unlocking the Lever Arm

8VLQJWKH)RUZDUG2ႇ5HYHUVH6ZLWFK

The lever arm should be locked any time the tool is 7KHIRUZDUGRႇUHYHUVHVZLWFKFRQWUROVWKHURWDWLRQ
EHLQJWUDQVSRUWHGRULVQRWLQXVH
RIWKHFDEOH
To lock the lever arm, push back on the lever arm  )RUforward FORFNZLVH URWDWLRQWXUQWKHIRUZDUG
collar (1) and lower the lever arm (2) push the carry
RIIUHYHUVHVZLWFKWRWKHDUURZSRLQWLQJDZD\IURP
KRRNXSWRVHFXUHWKHOHYHUDUP  
the wheels of the tool &KHFNWKHGLUHFWLRQRI
URWDWLRQEHIRUHXVH
 )RU reverse (counterclockwise) rotation, turn the
1
2
IRUZDUGRIIUHYHUVH VZLWFK WR WKH DUURZ SRLQWLQJ
towards the wheels of the tool
 &KHFN WKH
GLUHFWLRQRIURWDWLRQEHIRUHXVH
 7R lock WKH VZLWFK WXUQ WKH IRUZDUGRIIUHYHUVH
switch to the centUH position O7KHFDEOHZLOOQRW
VSLQZKLOHWKHIRUZDUGRIIUHYHUVHVZLWFKLVLQWKH
FHQWUH ORFNHG SRVLWLRQ$OZD\V ORFN WKH VZLWFK
3
or remove the battery pack before performing
maintenance, transporting the tool, changing accessories, storing the tool and any time the tool
LVQRWLQXVH

,QVHUWLQJ&DEOH,QWR'UDLQ

To unlockUHPRYHOHYHUDUPIURPFDUU\KRRN  3XVK
back on lever arm collar (fully compress the spring)
 3XOOXSRQOHYHUDUP  FROODUZLOOFOLFNLQWRSODFH

2
3

1

ONE-KEY™

 Place the tool at a distance no greater than two feet
IURPWKHGUDLQRSHQLQJ,IQHHGHGSODFHSURWHFWLYH
FRYHUVLQWKHZRUNDUHD
 Pull cable out of its carrier and into the rear guide
KRVHFRQQHFWLRQXVLQJWKHJXLGHWXEHWARNING!
:HDU OHDWKHU JORYHV 5RXWH WKH FDEOH GLUHFWO\
LQWR the drain from the tool, minimiVing exposed
cable DQGFKDQJHVLQGLUHFWLRQ
 Continue feeding the cable until approximately
RQHIRRWRIFDEOHUHPDLQVEHIRUHWKHJXLGHWXEH
 'LVFRQQHFWWKHFDEOHIURPLWVFDUULHUWARNING!
Rotating cable while still connected to their carriers
PD\FDXVHVWULNLQJRUFUXVKLQJLQMXULHV
 7XUQWKHIRUZDUGRႇUHYHUVHVZLWFKWRWKHIRUZDUG
WRURWDWHWKHFDEOH
position
 If needed, attach additional sectional cables acFRUGLQJ WR WKH LQVWUXFWLRQV XQGHU &RQQHFWLQJ
Disconnecting Sectional Cables"
 Continue feeding cable into the drain until the
REVWUXFWLRQLVUHDFKHG&DEOHFDQEHIHGPDQXDOO\
RUE\DGYDQFLQJWKH&$%/('5,9(V\VWHP
 When the clog is reached, move the cable in a back
DQGIRUWKPRWLRQXQWLOWKHREVWUXFWLRQLVFOHDUHG

To learn more about the ONE-KEY™ functionality for
this tool, please refer to the quick reference included with
WKLV SURGXFW RU JR WR RQHNH\PLOZDXNHHWRROVFRPDX
8VLQJWKH&DEOH'ULYH
7R download the ONE-KEY™ app, visit the App
The cable feed system controls the advancement
StoreRU*RRJOH3OD\IURP\RXUVPDUWGHYLFH
DQGUHWUDFWLRQRIWKHFDEOH
ONE-KEY™ Indicator
 7R feed WKH FDEOH PDNH VXUH WKH IRUZDUGRႇ
reverse switch is in forward 3XOOWKHIHHGFROODU
Solid Blue
Wireless mode is active and ready
RXWZDUGDQGWXUQLWWRWKHIHHGUHWUDFWVHWWLQJ 
WREHFRQ¿JXUHGYLDWKH21(.(<
&KHFNWKHGLUHFWLRQRIPRYHPHQWEHIRUHXVH
DSS
Blinking Blue Tool is actively communicating with  7RretractWKHFDEOHPDNHVXUHWKHIRUZDUGRႇ
reverse switch is in reverse 3XOOWKHIHHGFROWKH21(.(<DSS
ODURXWZDUGDQGWXUQLWWRWKHIHHGUHWUDFWVHWWLQJ
Blinking Red Tool is in security lockout and can
&KHFNWKHGLUHFWLRQRIPRYHPHQWEHIRUHXVH
be unlocked by the owner via the
Using Manual Operation
21(.(<DSS
To feed the cable:
 Pull the feed collar outward and rotate to Spin O
OPERATION
$OZD\VUHPRYHEDWWHU\SDFNEHIRUH  Grasp the cable close to the front collar and pull
WARNING changing or removing accessories.
enough cable from the machine to start cable in
WKHGUDLQRSHQLQJ
2QO\ XVH DFFHVVRULHV VSHFL¿FDOO\ UHFRPPHQGHG
 7XUQIRUZDUGRIIUHYHUVHVZLWFKWRIRUZDUG 
IRUWKLVWRRO2WKHUVPD\EHKD]DUGRXV
 3XOOPPPPRIFDEOHIURPWKHWRRO
To reduce the risk of short circuit, when setting tool  Press down on lever arm with one hand while
RU EDWWHU\ GRZQ GR QRW DOORZ EDWWHU\ WR FRQWDFW
JXLGLQJWKHFDEOHGRZQWKHOLQHZLWKWKHRWKHU
FRUURVLYHRUFRQGXFWLYHÀXLG
 5HOHDVHOHYHUDUP
To reduce the risk of injury, wear safety goggles  5HSHDWVWHSVXQWLOREVWUXFWLRQLVUHDFKHG
or glasses with side shields. Always wear leather
JORYHV&DEOHWLSPD\EHVKDUS
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To retract the cable:
 (QVXUHIRUZDUGRႇUHYHUVHVZLWFKLVLQIRUZDUG 
 3UHVVGRZQRQOHYHUDUP
 With gloved hand pull cable from the drain line
XQWLOORRSIRUPV
 5HOHDVHOHYHUDUP
 )HHGFDEOHEDFNWKURXJKWKHPDFKLQH
 Repeat steps 2-5 until all cable removed from
WKHOLQH
NOTE: See "Inserting Cable into Drain" for further
LQVWUXFWLRQV

$OZD\V VHFXUH WKH EDWWHU\ FRYHU ,I LW GRHV QRW
close securely, stop using the device, remove the
EDWWHULHVDQGNHHSLWDZD\IURPFKLOGUHQ,I\RX
WKLQNEDWWHULHVPD\KDYHEHHQVZDOORZHGRUHQWHUHGWKHERG\VHHNLPPHGLDWHPHGLFDODWWHQWLRQ.

Internal Battery

An internal battery is used to facilitate full ONE-KEY™
IXQFWLRQDOLW\7KHLQWHUQDOEDWWHU\LVORFDWHGLQVLGHRI
WKH0EDWWHU\GRRU
To replace the battery:
 5HPRYHWKHEDWWHU\SDFN
 5HPRYHWKHVFUHZ V DQGRSHQWKHEDWWHU\GRRU
 5HPRYHWKHROGEDWWHU\NHHSLWDZD\IURPFKLOGUHQ
DQGGLVSRVHRILWSURSHUO\
 ,QVHUWWKHQHZEDWWHU\ 9&5 ZLWKWKHSRVLWLYHVLGHIDFLQJXS
 &ORVH WKHEDWWHU\GRRU DQG WLJKWHQWKHVFUHZ V
VHFXUHO\
reduce the risk of personal inWARNING To
jury and damage, never immerse
\RXU WRRO EDWWHU\ SDFN RU FKDUJHU LQ OLTXLG RU
DOORZDOLTXLGWRÀRZLQVLGHWKHP

7R8QELQG&DEOH

7XUQWKHIRUZDUGRႇUHYHUVHVZLWFKWRWKHUHYHUVH
position and rotate the feed collar to Spin O
 :LWKGUDZWKHFDEOHDIHZLQFKHVZKLOHLQUHYHUVH
WRIUHHWKHFDEOH
 6WRSWKHWRRO
$IWHUWKHWRROKDVFRPHWRDFRPSOHWHVWRSVZLWFK
IRUZDUGRႇUHYerse switch back to the forward
position 
the tool in reverse for exCAUTION Running
tended periods can cause damage
WRWKHFDEOHDQGDFFHVVRULHV

Cleaning

5HPRYLQJ&DEOHIURP'UDLQ

&OHDQ GXVW DQG GHEULV IURP YHQWV .HHS KDQGOHV
FOHDQGU\DQGIUHHRIRLORUJUHDVH8VHRQO\PLOG
soap and a damp cloth to clean, since certain cleaning agents and solvents are harmful to plastics and
RWKHULQVXODWHGSDUWV6RPHRIWKHVHLQFOXGHJDVROLQH
turpentine, lacquer thinner, paint thinner, chlorinated
cleaning solvents, ammonia and household deterJHQWVFRQWDLQLQJDPPRQLD1HYHUXVHÀDPPDEOHRU
FRPEXVWLEOHVROYHQWVDURXQGWRROV

 7XUQWKHIRUZDUGRႇUHYHUVHVZLWFKWRWKHUHYHUVH
position
DQGWXUQWKHIHHGFROODUWRWKHIHHG
retract setting 
 5HOHDVHRႇOHYHUDUPZKHQFRQQHFWRUFRXSOLQJ
UHDFKHG
 'LVFRQQHFWIURPFRQQHFWRUFRXSOLQJ
 3ODFHFDEOHLQFDEOHFRQWDLQHU
5HSHDWVWHSVXQWLODOOFDEOHLVIUHHIURPWKHGUDLQ
 %HIRUHVWRULQJWKHWRROZDVKWKHFDEOHDQGIHHG
tube (see "cleaning cables, tube and machine" in
PDLQWHQDQFH 

&OHDQLQJ&DEOHV7XEHDQG0DFKLQH

MAINTENANCE
reduce the risk of injury, always
WARNING To
unplug the charger and remove the
EDWWHU\ SDFN IURP WKH FKDUJHU RU WRRO EHIRUH
SHUIRUPLQJDQ\PDLQWHQDQFH1HYHUGLVDVVHPEOH
WKH WRRO EDWWHU\ SDFN RU FKDUJHU &RQWDFW
D0,/:$8.(( service facility forALL repairs.

Maintaining Tool

Keep your tool, battery pack and charger in good
UHSDLUE\DGRSWLQJDUHJXODUPDLQWHQDQFHSURJUDP
Inspect your tool for issues such as undue noise,
misalignment or binding of moving parts, breakage of
SDUWVRUDQ\RWKHUFRQGLWLRQWKDWPD\DIIHFWWKH
WRRORSHUDWLRQ5HWXUQWKHWRROEDWWHU\SDFNDQG
FKDUJHUWRD0,/:$8.((VHUYLFHIDFLOLW\IRU
UHSDLU$IWHUVL[months to one year, depending on
use, return the tool, battery pack and charger to
a 0,/:$8.(( VHUYLFHIDFLOLW\IRULQVSHFWLRQ
If the tool does not start or operate at full power with
a fully charged battery pack, clean the contacts on
WKHEDWWHU\SDFN,IWKHWRROVWLOOGRHVQRWZRUNSURSerly, return the tool, charger and battery pack, to
a 0,/:$8.((VHUYLFHIDFLOLW\IRUUHSDLUV

ONE-KEY™

7KH FDEOH DQG WXEH VKRXOG EH WKRURXJKO\ ÀXVKHG
with water after every use to prevent damaging efIHFWV RI VHGLPHQW DQG GUDLQ FOHDQLQJ FRPSRXQGV
WARNING!:HDUOHDWKHUJORYHV$IWHUZDVKLQJGU\
WKHFDEOHDQGWXEHFRPSOHWHO\7KHQZLSHFDEOHZLWK
DQRLOHGUDJEHIRUHUHWXUQLQJLWWRLWVFDUULHU
Cleanout procedure:
 ,QVHUWWKHEDWWHU\SDFNDQGFORVHWKHEDWWHU\GRRU
Switch the tool into forward position 
 5RWDWHWKHIHHGFROODUWR6SLQO
 3UHVV OHYHU DQG UXQ WRRO IRU  VHFRQGV ,QVHUW
FDEOHDQGFKHFNIXQFWLRQ
 5RWDWHWKHIHHGFROODUWRWKHIHHGUHWUDFWVHWWLQJ 
 7LSWRRORQDQDQJOHZLWKWKHIURQWRIWKHWRROSRLQWLQJXSZDUG
 )OXVKWKHWRROFRQWLQXDOO\ZLWKZDWHUXQWLODOOFRPSRQHQWVDSSHDUWREHPRYLQJIUHHO\
 5HSHDWVWHSVXQWLODOOFRPSRQHQWVDUHPRYLQJ
IUHHO\
&RQWLQXHWRIOXVKZLWKZDWHUDVQHFHVVDU\XQWLOWKH
WRROLVIXQFWLRQLQJQRUPDOO\
NOTE: Avoid using high pressure water when
FOHDQLQJ WKH WRRO 2QO\ FOHDQ WKH WRRO XVLQJ ZDWHU
No additives such as degreasers or drain cleaning
FKHPLFDOVVKRXOGEHDGGHGWRWKHZDWHU

Repairs

For repairs, return the tool, battery pack andcharger
WRWKHQHDUHVWVHUYLFHFHQWUH

Burn Hazard.
WARNING Chemical
This device contains a
ACCESSORIES
OLWKLXPEXWWRQFRLQFHOOEDWWHU\$QHZ
RUXVHGEDWWHU\FDQFDXVHVHYHUHLQUse only recommended accessoWARNING ULHV2WKHUVPD\EHKD]DUGRXV
WHUQDO EXUQV DQG OHDG WR GHDWK LQ DV
OLWWOHDVKRXUVLIVZDOORZHGRUHQWHUVWKHERG\ For a complete listing of accessories, go online to
PLOZDXNHHWRROFRPDXPLOZDXNHHWRROFRQ]RU
FRQWDFWDGLVWULEXWRU
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WARRANTY - AUSTRALIA and NEW ZEALAND
Please refer to Australian and New Zealand warranty supplied with tool. This warranty applies only to
product sold in Australia and New Zealand.

SERVICE - AUSTRALIA and NEW ZEALAND
MILWAUKEE®prides itself in producing a premium quality product that is Nothing But Heavy DutyTM.
Your satisfaction with our products is very important to us! If you encounter any problems with the
operation of this tool, please contact your authorised MILWAUKEE® dealer.
For a list of MILWAUKEE® dealers, guarantee or service agents please contact MILWAUKEE®
Customer Service or visit our website.
(Australia Toll Free Telephone Number 1300 645 928)
(New Zealand Toll Free Telephone Number 0800 645 928)
or visit milwaukeetool.com.au/milwaukeetool.co.nz.

Milwaukee Electric Tool Corporation
13135 West Lisbon Road, Brookfield, Wisconsin U.S.A. 53005

Milwaukee Tool (Australia)
21 Kelletts Road, Rowville, VIC 3178
Melbourne, Australia

Milwaukee Tool (New Zealand)
274 Church Street, Penrose,
Auckland, 1061, New Zealand

Designed by Milwaukee Electric Tool Corp.
Professionally Made in China for Milwaukee Tool (Australia) / Milwaukee Tool (New Zealand)
Printed in China
 $

